K:\Jobs\090557-San Jacinto\090557-01 - San Jacinto\_SJRWP Cap Monitoring SAP\0553-RP-001 (sampling report).dwg Figure 2-14

May 15, 2013 10:10am dholmer

NI

Extent of Installed
Geomembrane

0+00

5%
oY
XS

]
%05%
O A
o

4
v,
¢
o,

v,
0,

Q

‘7
0,’/

INTERSTATE-10

Historic Impoundment Limits (USEPA)
15.7 acres

Approximate Boundary between
Western and Eastern Cells

3 =
PRC OB LA

+ +

+
+

+
+
+ +
+

+
+
+

‘.

LEGEND:

Pre-Construction Contour, 6/12/10
(1-foot interval)

—_—5—

— — — Original 1966 Perimeter of the Impoundments
North of I-10

Armored Cap A(P) (Recycled), 12" Design Thickness
Without Geotextile

Armored Cap A(P) (Recycled), 12" Design Thickness
With Geotextile

Armored Cap B/C(P) (Recycled), 12" Design Thickness
Armored Cap C(N) (Natural), 12" Design Thickness
Armored Cap D(N) (Natural), 18" Design Thickness

Armored Cap D(N) (Natural), 24" Design Thickness

Sampling Location
Sampling Location with Sample Replicate
Sampling Location that Included Surface Water Sample

PRC Sampler Location

HORIZONTAL DATUM: Texas South Central, NAD83. US Survey Feet.
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Locations of SPME Sampling Stations
Remedial Investigation Report

San Jacinto River Waste Pits Superfund Site
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